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Abstract. Some responses to the remote earthquakes can be possibly felt by people in 
Bangkok. It indicates that there is seismic wave amplification during the earthquakes. The 
geological condition and the vibration intensity of the ground are the main factors of the 
amplification. In this study, the site-specific investigation was conducted in Bangkok 
including the boring log and shear wave velocity measurement. Analysis of non-linear 
seismic wave propagation were performed for each studied site. Model of Next 
Generation Attenuation (NGA) is used to ground motion from the earthquake under the 
activity of Three Pagodas Fault on the eastern Thailand bordered with Myanmar. The 
input motions were obtained from the database of Pacific Earthquake Engineering 
Research (PEER). The key results of ground motion characteristic are reported in this 
study. In general, the results show the effect of the motion due to earthquake to Bangkok 
subsoil. The investigated sites could undergo amplification during the earthquake under 
the scenario of Three Pagodas Fault. The results also suggest the people to consider the 
earthquake impact which is possibly triggered by the activity of Three Pagodas Fault.  
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1. Introduction 
 
Bangkok as capital city of Thailand is importance as 
the centre of business, tourism, education, and many vital 
activities. In last decades, there are at least two strong 
earthquakes in Thailand, as shown in Fig. 1. Mase et al., 
[1] mentioned that those earthquakes are known as 
Tarlay Earthquake in 2011 with magnitude of 6.8 Mw and 
Mae Lao Earthquake in 2014 with magnitude of Mw 6.1 
that had epicentre in the northern part of Thailand, i.e. 
about 700 km away from the capital city (Bangkok). 
Nutalaya et al. [2] recorded that more than 20 distant 
earthquakes had shaken in Bangkok and mostly they 
were from the northern part of Thailand. However, as 
reported by Mase et al [3] the ground shaking during 
those earthquakes could result in a resonance effect to 
the long period structure in Bangkok. Therefore, the 
development of the structures in Bangkok should 
consider the seismic design code [4]. 
It has been recognised that thick layers of soft clays 
exist in Bangkok area. The thickness of those layers are 
about 15 to 20 m [5]. Poovarodom and Jirasakjamroonsri 
[6] suggested that the existence of soft clay layer could 
trigger the ground amplification during the strong 
earthquakes. Shibuya [7] also mentioned that the ground 
shaking due distant earthquake propagated through the 
Bangkok soft clay layer could be resulting in the huge 
damage to the high-rise building. Likitlersuang et al. [8] 
concluded that during the Tarlay Earthquake, the ground 
amplification in Bangkok is relatively high. There are 
several active faults in the western Thailand such as 
Three Pagodas Fault that can threat Bangkok.  The fault 
is only 130 km far away from the city. In this study, 
several investigation data from the important areas in 
Bangkok are collected. Next generation attenuation 
(hereafter NGA) model is then performed to determine 
maximum peak ground acceleration. Finally, the seismic 
ground response analysis using the non-linear pressure 
dependent hyperbolic [9] model is performed. Several 
key results, such as the amplification factor, the spectral 
acceleration, and the ground motions at surface are 
presented. 
 
2. Seismic Activities Around Bangkok 
 
Based on Thai Meteorological Department or TMD 
[10], Thailand has seismic activity distribution of 
earthquakes. The epicentres of those potential 
earthquakes are in neighbouring countries as well as 
inside Thailand. Those are indicated by some active faults 
that exist as shown in Fig. 1 [10]. Several active faults are 
in northern area and western area of Thailand. Several 
faults such as, Mae Chan, Thoen and Phayao are found 
in the northern part of Thailand, whereas Si Sawat and 
Three Pagodas faults are found in the western part of 
Thailand. Currently, Three Pagoda fault has been 
explored continuously since this fault could trigger the 
strong earthquake in the future [11]. The seismic hazard 
curve of Bangkok has been developed by Palasri and 
Ruangrassamee [11]. In that study, three seismic hazard 
curves for the big zones of Thailand, i.e. Chiang Mai, 
Kanchanaburi, and Bangkok are presented. Palasri and 
Ruangrassamee [11] have developed the seismic hazard 
map in Thailand especially in Kanchanaburi Area where 
Three Pagoda exists. It considers probabilities of 
exceedance of 2% and 10% and the recurrence periods 
of 500 years and 2500 years, respectively. According to 
Palasri and Ruangrassamee [11], the seismic activities 
from the western area could influence the structural 
buildings in Bangkok 
 
3. Geologic Characteristics  
 
The study area is presented in Fig. 2. In this study, 4 
locations including Chulalongkorn University (CU), 
Kasetsart University (KU), Asian Institute of Technology 
(AIT), and Bangna Seismic Station (BSS) are investigated. 
They are the education and socio-economy centres where 
the population are centralised. The example of site 
investigation data of studied area is presented in Fig. 3.  
In general, the geological condition of studied area is 
relatively similar as presented by Shibuya [7]. The alluvial 
sedimentary materials composed by clay layers are 
dominant in Bangkok. Sand layers are also found in sites, 
especially at the depth of 17 to 80 m depth. Generally, 
the time-averaged of shear wave velocity to 30 m (Vs30) 
depth is about 142 to 179 m/s. Following the criteria of 
National Earthquake Hazard Reduction Provision or 
NEHRP [12], those investigated sites are categorised as 
Site Class E.  
 
4. Method 
First, the secondary data including site 
investigation data, geological and seismological aspect in 
the study area and history of earthquakes events in 
Thailand are collected. In this study, Vs is calculated by 
the empirical equations for the study expressed in the 
following, 
 




















    (3) 
     
where, Vs is shear wave velocity, N is a value of standard 
penetration test (SPT) blows, and su is shear strength of 
cohesive soil, and pa is the atmospheric pressure (100 
kPa). Equation (1) is used to estimate Vs of sand layers 
(proposed by Imai [13]). For clayey soils, the equation 
from Likitlersuang and Kyaw [14] is used. Those 
correlations (the upper bound equation (Eq. (2))) and the 
lower bound equation (Eq. (3))) are generated based on 
shear wave velocity measurement and shear strength 
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under undrained condition (su). Surarak et al. [5] 
recommended that the average value may be used to 
estimate Vs of Bangkok Clay layers. 
The previous study performed by Palasri and 
Ruangrassamee [11] is the basis in determining the most 
credible fault. In this study, Three Pagodas Fault is 
predicted as the most credible fault to trigger earthquakes 
in the western Thailand. A seismic hazard analysis is 
further performed to generate the ground motions for 
the sites. Three Pagodas Fault had triggered the 
Kanchanaburi earthquake in 1982, with magnitude of 5 
Mw. Therefore, the 5 Mw is selected as the maximum 
possible earthquake magnitude that could occur due to 
the fault. Afterwards, the ground motion prediction 
(GMP) due to the earthquake is conducted by using the 
NGA model. Plengsiri et al. [15] and Mase et al. [16] 
mentioned that ground motion prediction of Bangkok 
Area can be determined based on NGA models. The 
spectral acceleration is then further analysed by using the 
spectra matching technique by Seismosoft [17] to 
generate the ground motion. The earthquake ground 
motions such as Chichi, Loma Prieta, and Northridge 
from Pacific Earthquake Engineering Research [18] or 
PEER that ever recorded with the similar geological 
condition with Bangkok are selected (Table 1). 
Additionally, Tarlay Earthquake ground motion is also 
used as one of the matched motions. 
 
 
Fig. 1. The locations of faults in Thailand, the epicentres of Tarlay Earthquakes (2011) and Mae Lao Earthquakes 
(2014), the study area (modified from [19]). 
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Fig. 2. Site investigation location (modified from [19]). 
 
To observe the seismic behaviour on the sites, non-
linear seismic ground response simulation is conducted. 
In this study, the pressure dependent hyperbolic model 
proposed [20] is employed in this study. Local 
Researchers, such as Mase et al. [16] and Plengsiri et al. 
[15] mentioned that the model is relevant in predicting 
the ground motion characteristics. The non-linear seismic 
ground response framework is implemented based on the 
the wave propagating through the horizontal layers. This 
method is implemented by Mase et al. [10] and Mase et al. 
[3 and 16]. The depth below the investigated depth is 
assumed as the elastic half space. This assumption is 
taken since the limitation of engineering bedrock 
information. In line with those studies, the engineering 
bedrock value is assigned by the value of Vs of about 760 
m/s [21]. This assumption is also used by several 
researchers such as, Mase et al. [16], Mase [22], and 
Adampira et al. [23]. For dynamic properties of soils, the 
shear modulus ratio (G/Gmax) for clayey soils is 
determined based on the study of Vucetic and Dobry 
[24], whereas for sandy soils, the ratio of G/Gmax is 
estimated based on Seed and Idriss [25]. Those 
recommended ratios are also suggested by Adampira et al. 
[23], Mase et al. [16], and Mase [22]. In this study, the 
ground motion characteristics, including spectral 
acceleration at ground surface and amplification factor 
are elaborated. To estimate the performance of spectral 
acceleration design for Bangkok from Thai Design 
Seismic [26], the spectral acceleration comparison is also 
presented 
 
5. Results and Discussion 
 
5.1. Seismic Hazard Analysis 
 
The simulated earthquake is designed based on the 
concept of seismic hazard [22]. Regarding this, designing 
the motion in Three Pagoda fault can be required and 
derived from NGA-West 2 [18]. NGA-West 2, which is 
widely introduced in 2014, is developed as the update 
version of the NGA-West 1 released in 2008.  To predict 
the ground motion, several parameters should be 
determined. Those are considering the earthquake 
magnitude, source distance, fault type, tectonic setting, 
local site condition, and ground motion intensity. 
Abrahamson et al. [27] model is implemented to 
determine the spectral acceleration on each site. The 
example of spectral acceleration obtained from 
Abrahamson et al. [27] model is presented in Fig. 5.  
Generally, the maximum spectral acceleration from the 
Abrahamson et al. [27] model ranges from 0.013g to 
0.016g with the period of 0.24 second or frequency of 
about 4.2 Hz. The predicted spectral acceleration is then 
matched by four ground motions listed in Table 1. From 
the matched spectral accelerations, the ground motions 
on each site are generated. The example results of 
generating the ground motion from the matched spectral 
acceleration is presented in Fig. 6. In Fig. 6, it can be 
observed that the peak ground acceleration on each 
considered ground motion for CU site is ranging from 
0.005g to 0.007g. This range is consistent with Plengsiri 
et al. [15] study. In general, since the investigated sites are 
located in the same region, therefore the ground motions 
on other three sites are relatively similar. 
 
5.2. Spectral Analysis of Seismic Response 
 
Figure 7 presents the spectral acceleration 
comparison due to the ground motions on each site. 
Figure 7 also presents the comparison of spectral 
acceleration on each site with the designed spectral 
acceleration for Bangkok. In general, the spectral 
acceleration at the surface of AIT site has the highest 
value. It represents the significant condition compared 
the other sites in the same input spectral acceleration. 
The increasing value were leading that spectral 
acceleration increases at shallower depth of bedrock.  
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Input motions, such as Chichi Earthquake, Loma 
prieta Earthquake, Northridge Earthquake, and Tarlay 
earthquake has high spectral response when the natural 
periods are 0.1 to 0.80s. Generally, the spectral 
accelerations reach the maximum value at period of 0.3 
to 0.7 sec. The ranges are reflecting the building natural 
period of 3 to 7 stories building (simply predicted by     
Tn = 0.1n, with n as the stories number). Therefore, it 
could be roughly estimated that the applied ground 
motions could result in a more serious damage to the 
medium stories building in Bangkok. For the long period, 
the spectral acceleration design is not exceeded by the 
spectral accelerations from the applied ground motions. 
It would reflect that the ground applied ground motions 
are not resulting the serious damage for the high stories 
building. The results presented in this study are only the 
effect of the possible earthquake triggering by far field 
fault, whereas the effect of a closer fault to the study area 
has not studied yet. If the strong earthquake occurs in a 
closed distance, a more serious damage to the study area 
are going to happen. Therefore, the structural design in 
Bangkok should consider the earthquake design at all. 
 
 
Fig. 3. Site investigation data of CU. 
 
5.3. Spectral Analysis of Seismic Response 
 
The example results of maximum peak ground 
acceleration or PGAmax are presented in Fig. 8. In Fig. 8, 
the PGA comparison of the input one and at surface for 
CU site is presented. In general, the input motions 
applied in the site tend to enlarge at the ground surface. 
It indicates that there is amplification of motion on the 
sites. Among all ground motions, the Chichi earthquake 
motions undergo the largest amplification. 
Other results of PGAmax are summarised in Table 2. 
Similar with CU site, other sites also undergo the 
amplification. The amplification factor on the study area 
generally ranges from 1.410 to 3.445. The comparison of 
amplification factor on each site is presented in Fig. 9. In 
Fig. 9, it can be seen that the largest amplification factor 
is shown by AIT Site, i.e. due to the Northridge Ground 
Motion. This may be caused by the similar resonance 
period of the site and the ground motions applied. 
Therefore, the propagated wave tends to undergo 
amplification layer when it travels through the soft layer 
[28]. Figure 10 presents the trend of amplification factor 
on each site corresponding to Vs30. It can be seen that 
Vs30 is not always consistent with the amplification factor. 
This is because ground motion amplification is strongly 
controlled by the existence of soft layer, whereas Vs30 is 
only a parameter for reflecting the characteristic of sites 
for the simplification purpose such as seismic zonation 
[28]. 
Silty clay, trace fine sand (CH); γ = 
18.5 kN/m3; su = 1.3 t/m
2
Clay, trace fine sand (CH); γ = 16.1 
kN/m3; su = 1.3 t/m
2
Silty clay (CH); γ = 19.7 kN/m3
Silty clay, trace fine sand (CH); γ = 
16.5 kN/m3; su = 5 t/m
2
Clayey fine sand (SC); γ = 19.7 kN/m3
Silty clay CH); γ = 20.1 kN/m3
Silty clay (CM) γ = 20.1 kN/m3
Fine sand and fine to medium sand 
(SM-SP); γ = 19.7 kN/m3
Silty Clay, (CH); γ = 20.1 kN/m3
Clayey fine sand (SC); γ = 20.1 kN/m3
Silty clay (CH); γ = 21 kN/m3
Clayey sand (SC); γ = 21 kN/m3
Fine sand (SM); γ = 21.9 kN/m3
Clayey fine sand (SC); γ = 21.9 kN/m3
Silty fine sand (SM); γ = 21 kN/m3
Silty clay(CH); γ = 21 kN/m3
Clayey fine sand (SC); γ = 21 kN/m3
Fine sand (SM-SP); γ = 21 kN/m3
Fine to medium sand and clayey 
sand (SM-SP); γ = 19.5 kN/m3
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Fig. 4. The spectral matching on each site. 
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Table 1. The earthquake records used in seismic hazard analysis [10 and 17]. 











Chi-Chi Chichi (Taiwan) TCU045 1999 6.20 119 150 E 
Loma Prieta Loma Prieta (USA) Alameda Naval Air  1989 6.93 71 190 D 
Northridge Northdridge (USA) Hemet - Ryan Airfield 1994 6.69 145 291 D 
Tarlay Thailand-Myanmar Bang Na Seismic Station 2011 6.20 711 133 E 
 
Table 2. The summary of PGAmax and amplification factor on each site. 
















CU 142 0.0067 0.0106 1.576 0.0068 0.0100 1.486 
KU 179 0.0058 0.0160 2.780 0.0058 0.0150 2.602 
AIT 172 0.0062 0.0151 2.423 0.0048 0.0144 3.035 
BSS 153 0.0053 0.0111 2.093 0.0049 0.0097 1.997 
















CU 142 0.00627 0.00884 1.410 0.0056 0.0083 1.475 
KU 179 0.00466 0.014169 3.041 0.0050 0.0139 2.785 
AIT 172 0.00428 0.014744 3.445 0.0045 0.0123 2.731 
BSS 153 0.00466 0.007491 1.608 0.0047 0.0075 1.608 
. 
 
Fig. 6. Spectral acceleration comparison on each site (1) Chichi earthquake, (2) Loma prieta earthquake, (3) 
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Fig. 7. The comparison of input ground motion and surface ground motion at CU site. 
 
 
Fig. 8. The comparison of amplification factor on each site. 
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In general, the results of this study are relatively 
consistent with previous studies resulted from the studies 
of Poovarodom and Plalinyot [29]. According to it, the 
amplification factors due to the earthquake in Bangkok 
could reach up to 6 times. Choi and Stewart [30] also 
mentioned that the thick soft clay layer is able to 
significantly influence the amplification factor. In line 
with those previous studies, this study had confirmed the 
statement of Warnitchai et al. [31] where the 
amplification of about 3 to 6 times could be felt in 
Bangkok Metropolitan Area during the low intensity of 
input motion. 
 
6. Concluding Remarks 
 
A non-linear site response analysis combined with 
seismic hazard concept is implemented. The spectral 
acceleration from analysis of non-linear seismic ground 
response tends to be larger than the input motion. 
Generally, the amplification factor of the investigated 
sites is about 1.410 to 3.445 which are consistent with the 
studies. Spectral acceleration is not exceeding the design 
spectral acceleration design. It indicates that earthquakes 
triggering by the Three Pagodas Fault would not result in 
heavy damage. However, the attention should be 
addressed to the medium high-rise building if the 
stronger earthquake from the closed distance fault occurs 




This research was supported by the Thailand 
Research Fund [DBG-6180004] and the Ratchadapisek 
Sompoch Endowment Fund (2019), Chulalongkorn 
University [762003-CC]. The authors would like to thank 
Thai Meteorological Department (TMD) for the data 
used in this study. The first author acknowledges the 
Department of Civil Engineering, Faculty of Engineering, 
Chulalongkorn University and the AUN/SEED-Net 
(JICA) for the scholarship and research financial support. 
The corresponding author acknowledges the University 
of Bengkulu for the International Research Funding 2020 




[1] L. Z. Mase, S. Likitlersuang, T. Tobita, S. 
Chaiprakaikeow, and S. Soralump, “Local site 
investigation of liquefied soils caused by earthquake 
in Northern Thailand,” Journal of Earthquake 
Engineering, vol. 24, no. 7, pp. 1181-1204, May 2018. 
[2] P. Nutalaya, S. Chandra, and A. Balasubramaniam, 
“Subsidence of Bangkok clay due to deep well 
pumping and its control through artificial recharge,” 
in Proc. of the 3rd International Symposium on Land 
Subsidence, International Association of Hydrological 
Sciences, Venice, Italy, 19-25 March 1984. 
[3] L. Z. Mase, S. Likitlersuang, and T. Tobita, 
“Analysis of seismic ground response caused during 
strong earthquake in Northern Thailand,” Soil 
Dynamics and Earthquake Engineering, vol. 114, no. 11, 
pp 113-126, Nov. 2018. 
[4] T. Ornthammarath, P. Warnitchai, K. 
Worakanchana, S. Zaman, R. Sigbjörnsson, and C. 
G. Lai, “Probabilistic seismic hazard assessment for 
Thailand,” Bulletin of Earthquake Engineering, vol. 9, 
no.2, pp. 367-394, Apr. 2011. 
[5] C. Surarak, S. Likitlersuang, D. Wanatowski, A. 
Balasubramaniam, E. Oh, and H. Guan, “Stiffness 
and strength parameters for hardening soil model of 
soft and stiff Bangkok clays,” Soils and Foundations, 
vol. 52, no. 4, pp. 682-697, Aug. 2012. 
[6] N. Poovarodom and A. Jirasakjamroonsri, “Seismic 
site effects of soil amplifications in Bangkok,” 
Thammasat. Int J Sci Technol, vol. 21, no. 3, pp. 59-69, 
Jan. 2016. 
[7] S. Shibuya, S. Tamrakar, and W. Manakul, 
“Geotechnical hazards in Bangkok—Present and 
future,” Lowland Technology International, vol. 5, no. 1, 
pp. 1-13, Jun. 2013. 
[8] S. Likitlersuang, P. Plengsiri, L. Z. Mase, and W. 
Tanapalungkorn, “Influence of spatial variability of 
ground on seismic response analysis: A case study 
of Bangkok subsoils,” Bulletin of Engineering Geology 
and the Environment, vol. 79, no. 1, pp. 39-51, Jan. 
2020. 
[9] Y. M. A. Hashash, M. I. Musgrove, J. A. Harmon, 
D. R. Groholski, C. A. Phillips, and D. Park, 
DEEPSOIL 6.1 User Manual. Urbana Campaign: 
USA, 2016. 
[10] Thai Meteorological Department (TMD), 
“Seismotectonic of Thailand,” Thai Meteorological 
Department, 2015. 
[11] C. Palasri and A. Ruangrassamee, “Probabilistic 
seismic hazard maps of Thailand,” Journal of 
Earthquake and Tsunami, vol. 4, no. 4, pp. 369-386, 
Nov. 2011. 
[12] National Earthquake Hazards Reduction Program 
(NEHRP), Recommended Provisions for Seismic 
Regulation for New Buildings and Other Structures, 1997 
ed. FEMA 302, 1998. 
[13] T. Imai, “Correlation of N-value with S-wave 
velocity and shear modulus,” in Proc of the 2nd 
European Symposium of Penetration Testing, Amsterdam, 
Netherland, 24-27 May 1982. 
[14] S. Likitlersuang and K. Kyaw, “A study of shear 
wave velocity correlations of Bangkok subsoil,” 
Obras y Proyectos: Revista de Ingenieria Civil, vol. 7, no.1, 
pp. 27-33, Jan. 2010. 
[15] P. Plengsiri, L. Z. Mase, and S. Likitlersuang, 
“Influence of ground variation on site amplification 
factor of Bangkok subsoils,” in Proc of the 30th 
KKHTCNN Symposium on Civil Engineering, Taipei, 
Taiwan, 2-4 November 2017. 
[16] L. Z. Mase, S. Likitlersuang, and T. Tobita, “Non-
linear site response analysis of soil sites in Northern 
Thailand during the Mw 6.8 Tarlay Earthquake” 
DOI:10.4186/ej.2021.25.1.43 
52 ENGINEERING JOURNAL Volume 25 Issue 1, ISSN 0125-8281 (https://engj.org/) 
Engineering Journal, vol. 22, no. 3, pp. 291-303, Jun. 
2018. 
[17] Seismosoft, “A computer program for signal 
processing of strong-motion data and matching 
spectral,” Seismosoft, 2018. 
[18] Pacific Earthquake Engineering Research (PEER) 
“Worldwide ground motion database,” University 
of California Berkeley, 2018. 
[19] Google Earth. 2018. “Thailand-Myanmar-Laos 
Region,” www.google.com. 
[20] L. Z. Mase, T. Tobita, and S. Likitlersuang, “One-
dimensional analysis of liquefaction potential: A 
case study in Chiang Rai Province, Northern 
Thailand,” Journal of Japanese Society of Civil Engineers, 
Ser A1 (Structural Engineering/Earthquake Engineering), 
vol. 73, no. 4, pp. I_135–I_147, Sep. 2017. 
[21] R. D. Miller, J. Xia, C. B. Park, and J. Ivanov, 
“Using MASW to map bedrock in Olathe Kansas, 
(Exp.Abs). J Soc Explor Geophys, vol. 1, pp. 433–236, 
May 1999. 
[22] L. Z. Mase, “Reliability study of spectral 
acceleration designs against earthquakes in 
Bengkulu City,” Indonesia International Journal of 
Technology, vol. 9, no. 5, pp. 910-924, Oct. 2018. 
[23] M. Adampira, H. Alielahi, M. Panji, and H. 
Koohsari, “Comparison of equivalent linear and 
nonlinear methods in seismic analysis of liquefiable 
site response due to near-fault incident waves: A 
case study,” Arab J Geosci, vol. 8, no. 5, pp. 3103–
3118, Jul. 2012. 
[24] M. Vucetic and R. Dobry, “Effect of soil plasticity 
on cyclic response,” Journal of Geotechnical Engineering 
Division, ASCE, vol. 117, no. 1, pp. 89-107, Jan. 
1991. 
[25] H. B. Seed and I. M. Idriss, “Soil module and 
damping factors for dynamic response analyses,” 
Earthquake Engineering Research Center, 
University of California, Berkeley, California, USA, 
Report No. EERC 90–10, 1991. 
[26] Thai Design Seismic (TDS), “Seismic design code 
of Thailand,” (in Thai) Department of Public 
Works and Town-Country Planning, Ministry of 
Interior, Thailand, 2009. 
[27] N. A. Abrahamson, W. J. Silva, and R. Kamai, 
“Summary of the ASK14 ground motion relation 
for active crustal regions,” Earthquake Spectra, vol. 
30, no. 3, pp. 1025-1055, Aug. 2014.  
[28] N. Yoshida, Seismic Ground Response Analysis. Berlin, 
Germany: Springer, 2015. 
[29] N. Poovarodom and N. Plalinyot, “Site 
characterization in the Greater Bangkok area by 
microtremor observations,” Journal of Earthquake 
Engineering, vol. 17, no. 2, pp. 209-226, Jan. 2013. 
[30] Y. Choi and J. P. Stewart, “Nonlinear site 
amplification as function of 30 m shear wave 
velocity,” Earthquake Spectra, vol. 21, no. 1, pp. 1-30, 
Feb. 2005. 
[31] P. Warnitchai, C. Sangarayakul, and S. A. Ashford, 
“Seismic hazard in Bangkok due to long-distance 
earthquakes,” in Proc of the 12th World Conference on 





Muhammad Fatih Qodri is currently working as a lecturer at Department of Geological 
Engineering, Institut Teknologi Nasional Yogyakarta. He accomplished his bachelor degree in 
Geological Engineering Department, Universitas Gadjah Mada, Indonesia in 2016. In 2017, he 
awarded the Master Degree Program under support of AUN/SEED-Net (JICA) in Civil 
Engineering, Chulalongkorn University, Thailand. Under Prof. Suched Likitlersuang as his 
advisor, he completed his Master Degree in 2019. His research interests are geotechnical 
earthquake engineering, geology, rock mechanic, and natural disaster. 
 
 
Lindung Zalbuin Mase is currently an assistant professor at the Department of Civil 
Engineering, University of Bengkulu, Indonesia. He is currently assigned as Head of Natural 
Disaster Research Centre in University of Bengkulu. He worked as a postdoctoral researcher at 
the Centre of Excellence in Geotechnical and Geoenvironmental Engineering Chulalongkorn 
University, Bangkok, Thailand from November 2017 to June 2019 and a researcher at Japan-
ASEAN Science Technology and Innovation Platform (JASTIP) since 2016. His research 
interest are geotechnical earthquake engineering, numerical analysis in geomechanics,   
geoenvironments and geotechnical hazard. 
 
 
Suched Likitlersuang is currently a full professor at the Department of Civil Engineering, 
Faculty of Engineering, Chulalongkorn University. He joined the Department of Civil 
Engineering at Chulalongkorn University as a lecturer (2004-2006), as an assistant professor 
(2006-2009) and as an associate professor (2009-2011). He was promoted to full professorship 
in 2011. He is also the founder head of the centre of excellence in geotechnical and 
geoenvironmental engineering. His research interests include constitutive modeling for 
geomaterial, stress-strain characteristic of soils, numerical analysis in geomechanics, pavement 
engineering, geoenvironments, geotechnical earthquake engineering and soil bioengineering 
 
